
如需启动，按下     键两次。
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Handset Intercom
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Unit dimensions 

l Remove +,- wires between YAZ stations of different blocks.
Within a block locate a power supply in the center of cable run, and make groups
of max. 10 YAZ stations. As shown, connect +, - wires from the power supply to
each group's initial YAZ station.
N

N N

: PS-2420S, PS-2420UL, PS-2420BF, PS-2420

Wiring 

YAZ-90-3W

YAZ-90-3W

YAZ-90-3W

YAZ-90-3W

Station to station communication in any pair

Communication network 

l Microprocessor based intercom expandable to max. 90 stations
on 4-pair cable
l Up to 2.9km wiring distance
l Zone paging
l Communication functions: Camp-on busy, secretary transfer, call

transfer
l Line-off trouble on one channnel does not affect the other

channels

Features 

YAW-RB
1-zone paging
adaptor
for YAZ-90-3W

YAZ-90-3W
Phone master station

PS-2420S　   PS-2420UL
PS-2420BF　 PS-2420
 m P.124

Power supply

Phone extension

Paging Speaker

YAW-RB

152

15
8

59

Power source YAW-RB: 24V DC, 150mA (paging).40mA (standby).
Consumption YAW-RB = 5 YAZ’s, powered by YAZ network.
Paging impedance/level Input: 600d/78mV(RMS), 1KHz.

Output: 600d/300mV(RMS), 1KHz.
Music impedance/level Input: 20Kd/300mV(RMS), 1KHz.

Output: 600d/150mV(RMS), 1KHz.
Line resistance 20d loop for power supply line.

200d loop for intercom line.
Amp. power ctrl. contact YAW-RB: 240V AC 10A. 24V DC, 10A.

Specifications (YAW-RB)

Power source 24V DC, 150mA max. 20mA standby.
Power supply PS-2420S, PS-2420UL, PS-2420BF, PS-2420 per 30-station block.
Communication Dial 2-digit station # to ring other station with tone or voice pressing 

PAGE. Privacy communication on each channel (max. 3).
Line loop resistance Must not exceed 200d for farthest stations. 20d for power line.
Wiring 4-twisted pairs (shielded) in loop.
Total wiring distance Farthest YAZ’s  1900m(0.65mma), 2900m(0.8mma)

Specifications (YAZ-90-3W)
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4P 3P 4P

2900m / 0.8mma

YAW-RB

Power supply
(for relay)

Power relay

White

White
AC

shielded

Paging amp.
IN OUT Paging speaker line

Paging
speakers

Lineup
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YAZ

TD
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免提对讲装置
主机 分机

主机

副机

交流变压器

特点
完全免提通讯，自动声控

最多5台分机
内部通讯全部呼叫

装置尺寸 接线

规格

特点

网络通讯 装置尺寸 接线

规格

手持听筒对讲装置
主机 分机

电源

交流变压器

通讯

交流电

约  分钟
自动(免提)；按下     键通话。
手动(按键讲/松开听)

TALK

 TALK

接线距离

至最远的

l
l
l
l

听筒主机-分机对讲装置，可扩展2个分机(选购件)
电池状态LED显示
电池或直流电源
蜂鸣器或电铃(选购件)

主机 分机

主机 分机

盒式套装机(白色)

套装机

盒式套装机(炭灰色)
电源适配器

或电池

主机可同时呼叫所有分机，而分机只能振铃呼叫

主机。

电源

电源适配器

通讯

接线

接线距离或    电池          节

按下     (呼叫)按钮呼叫所有的分机。提起CALL
听筒通话。分机只能呼叫主机。共同交谈。

根平行线，无极性。

套装机两机之间
至   号分机

商
用
对
讲
系
统

                         700m(0.65mm
AT-206              1~3   400m(0.65mm

AT-206
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