
LEF11

LEF-3
3

LEF-5
5

LEF-5W
5

LEF-3L
3

LEF-10
10

LEF-10W
10

LEF-5/10/10S (    RY-PA)

LE-D

LE-D

LEF-5

LEF-5

LEF-5

M

M

2
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–
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–
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–
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R
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LEF-10S LEF-10S LEF-10S LEF-10S

BG-10C
3

3 22 22 2218

LE-D

LE-D

M

M

H

Q
Q

T

YL BK

Intermixed configuration

3 wires per sub. Run 3 wires to subs individually, or use multi-conductor cable to
wire multiple subs (2 common + 1 per sub).
l LE-D call-in chimes on LEF stations.
l Only LEF-10S station can transmit all call.
l Match door release control terminals (Kn) with door selector #10 with K10, #9

with K9.
� Remove a shorting link on LE subs.
T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225

H : AC transformer   

 

Q : RY-PA

Wiring 

Power source 12V DC, 300mA per LEF station.
Power supply PS-1208S, PS-1208UL, PS-1208BF, PS-1208
Communication Sub calls in w/(chime) tone & LED, 20 sec.

Depress the LED lit selector button. Use
TALK/LISTEN switch. Master calls in w/tone or
voice (no LED lit). Reply hands-free. To call,
depress a selector, and call by voice or tone.

Door release Contact: 30V DC, 0.1A (resistance load).
Selector switch Contact: 12V DC, 30mA.
Wiring 5 wires common + no .LEF (& subs) (all-master system)

2 wires per sub (single-master system).
* E to - link remains attached.
LE subs: 3 wires with the link removed (when intermixed)

Wiring distance Farthest LEF’s  200m(0.65mma)
300m(0.8mma)

Specifications (LEF) 

LEF-3 LEF-5, 10, 10S

53.5

18
0

143

20
6

190 55

Unit dimensions 

BG-10C
All call, chime & music
adaptor
m P.102

LEF-10S
10

All call, music & chime

RY-PA
Door release relay
m P.121

LEW-10
LEF-10 terminal
box

LEW-10S
LEF-10S terminal
box

LEW-5
LEF-5 terminal
box

11         (+5: K1~K5*)
17         (+10: K1~K10*)
20         (+10: K1~K10*)

l K1 ~K10:
l LEF-3         L
l  2      3     LEF  
l LEF 

EL-12S

EL-12S

LE-DA
Sub station
m P.102 LE-AN

Privacy sub 
m P.102

LE-A
Sub station
m P.102

LE-D
Sub station
m P.102

Door station Room sub station

LE-A, AN

131

16
0

51

BG-10C

250 77

16
5

Power source 12V DC, 2.5A (music max. output).
1.5A(music, chime & all call). 0.1A standby

All call transmit From LEF-3C, 5C, 10C & LEF-1C and LEF-10S
All call receive All LEF master station
Chime tone transmit AUX R, E and AUX L, E
Controls Music on/off. 11 selector switches of music &

chime, chime only or off.
Wiring 19 wires max. BG-10C to LEF-10C.

3 wires to each LE-D, DA.
Wiring distance BG-10C to LEF-C  150m(0.65mma).

230m(0.8mma)
LE-D/DA to BG-10C  200m(0.65mma).
300m(0.8mma).

Specifications (BG-10C)

PS-1208BFPS-1208ULPS-1208S PS-1208 m P.123

Lineup

STAINLESS

ZINC ZINC

EL-12S
Electric door 
strike
m P.121

Access control 
keypad,
flush mount
m P.119

AC-10S
Access control 
keypad,
surface mount
m P.119

AC-10F

2
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4
5

1
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4
5

1
2

4
5

C
C

C

L

 1

K4
K5

 2 3

L L

K4
K5

K4
K5

E
R
Y
+
–

E
R
Y
+
–

E
R
Y
+
–

1

E

–

E

–

1

LEF-5 LEF-5 LEF-5LE-D #2 LE-D #1
3 4 13 13

3

YL

BK

RY-PA's

T

Q
Q

H

T : PS-1208S, PS-1208UL, PS-1208BF, PS-1208
H :  

YL :        (2)  BK :         (2). 

300m / 0.8mma

EL-12S

EL-12S

99

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

开放式免提对讲装置
站点 房间

主机

路呼叫主机

主机

路呼叫主机 路呼叫主机 路呼叫主机(全部呼叫)

路呼叫主机
配有开锁按钮

路呼叫主机
配有接线盒

路呼叫主机
配有接线盒

电源适配器

•
特点

壁挂式的LEF和半嵌入式的LEF-C可混合使用
•
•
提供各种分机•

•户外门口机(任何数目)，可选择连接电锁

可在任何主机上进行选择性呼叫，免提应答

系统选项:所有呼叫/音乐/音乐铃声•
•

通讯网络

电缆

接线

室内机之间选择性呼叫。可从任何室内机对门口机进行应答和开锁

型号 主机和分机容量 电缆

9台 根线

根线

根线

根线

视频、电锁控制端子

没有  端子
门口机和室内分机可呼叫  或  个    主机

=5      6                LEF 全部主机干线电缆  (或  )公共线+   (和分机)数

门口机应答，选择性开锁

交流变压器

端子  用于  4:        LE-D #1, 5:        LE-D #2.端子  用于

黄色        黑色

商
用
对
讲
系
统

配 可连接电锁

台

台

台

LEF-3 4
LEF-5 6 
LEF-10 11 
LEF-10S 11

系统可以由任何数量的主机和分机混合组成，
达到最大容量

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



(每个   站)。

每个分机  根线，分别将  根线敷设至分机，或者使用多芯线缆来连接多个分

接线

LEF
STATION

11

LEF-3
3-call master

LEF-5
5-call master

LEF-5W
5-call master
w/terminal box

LEF-3L
3-call master w/
door release button

LEF-10
10-call master

LEF-10W
10-call master
w/terminal box

Master stationMaster station

l Intermixable system with any number of masters and subs to
max. capacity
l Selective calling from any master with hands-free reply
l LEF surface and LEF-C semi-flush units can be intermixed
l Variety of sub stations are available
l Weather-resistant door stations (any number) with selective door

release
l System options: All Call/Music/Chime
l Selective door release with LEF-5/10/10S (w/RY-PA)

Features

LE-D

LE-D

LEF-5

LEF-5

LEF-5

M

M

Selective call between inside stations.  Answering & releasing door from any
inside station

Cabling

Communication network 

Wiring 
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LEF-10S LEF-10S LEF-10S LEF-10S

BG-10C
3

3 22 22 2218

LE-D

LE-D

M

M

H

Q
Q

T

YL BK

3 

l

l LEF-10S  
l

�

T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225
H :  Q : RY-PA

PS-1208S, PS-1208UL, PS-1208BF, PS-1208

 LED

 LED

 30V DC, 0.1A  

5                  + LEF  
2 

* E 
LE            3 

 LEF’s  200m(0.65mma)
300m(0.8mma)

 (LEF) 

LEF-3 LEF-5, 10, 10S

53.5

18
0

143

20
6

190 55

Open Voice Intercom

BG-10C

m P.102

LEF-10S
10-call master (all call)

Power supply

RY-PA

m P.121

LEW-10
LEF-10

LEW-10S
LEF-10S

LEW-5
LEF-5 

Models Capacity Cable
LEF-3 4 stations 9 wires
LEF-5 6 stations 11 wires (+5: K1~K5*)
LEF-10 11 stations 17 wires (+10: K1~K10*)
LEF-10S 11 stations 20 wires (+10: K1~K10*)

l K1 ~K10: Control terminals for video, door release.
l LEF-3 does not have L terminal.
l Door & inside sub stations can ring 2 or 3 LEF masters.
l LEF All-master trunk cable=5 (or 6) common + no.of LEF (& subs)

EL-12S

EL-12S

LE-DA

m P.102 LE-AN

m P.102

LE-A

m P.102

LE-D

m P.102

LE-A, AN

131

16
0

51

BG-10C

250 77

16
5

12V DC, 2.5A

 LEF-3C, 5C, 10C    LEF-1C    LEF-10S

AUX R, E     AUX L, E

19          BG-10C     LEF-10C.
3                   LE-D, DA.
BG-10C    LEF-C  150m(0.65mm a).
230m(0.8mma)
LE-D/DA    BG-10C  200m(0.65mm a).
300m(0.8mma).

 (BG-10C)

PS-1208BFPS-1208ULPS-1208S PS-1208 m P.123

STAINLESS

ZINC ZINC

EL-12S

m P.121

m P.119

AC-10S

m P.119

AC-10F

2
3
4
5

1

3
4
5

1
2

4
5

C
C

C

L

 1

K4
K5

 2 3

L L

K4
K5

K4
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E
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Y
+
–

E
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Y
+
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E
R
Y
+
–

1

E

–

E

–

1

LEF-5 LEF-5 LEF-5LE-D #2 LE-D #1
3 4 13 13

3

YL

BK

RY-PA's

T

Q
Q

H

Door answering w/selective door release

T : PS-1208S, PS-1208UL, PS-1208BF, PS-1208
H : AC transformer
Terminal 4 : for LE-D #1, Terminal 5 for LE-D #2.
YL : Yellow(2)  BK : Black(2).

300m / 0.8mma

EL-12S

EL-12S

100

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

门口机

分机

室内分机

分机

分机

保密分机

全部呼叫，音乐和音乐铃声 选购件

电锁 电锁继电器

接线盒

接线盒

接线盒

门禁控制键盘
壁挂式

门禁控制键盘
嵌入式

规格

装置尺寸

规格

混合配置

3 
机(2根公共线+1根分机线)。

LE-D呼叫时，LEF音乐铃声响铃。

只有        机可以进行全部呼叫。

电锁控制端子(   )与门口机选择线匹配，   与    ，  与   。Kn  #10     K10   #9     K9
拆除   分机上的一个短路连接。LE 

交流变压器

电锁

电源

通讯

接线

接线距离

电源适配器

选择键开关

12V DC, 300mA  LEF 

分机呼叫采用铃声与    ,持续   秒。
按下    点亮的选择键按钮，使用TALK/
开关。主机呼叫采用铃声或语音 LISTEN 

（    不点亮）。免提应答。呼叫时，
按下一个选择键，用语音或铃声呼叫。

触点:           (电阻负载)

触点: 12V DC, 30mA.
根公共线     (和分机)数(全部主机系统)
每个分机  根线(单主机系统)
至 - 短路线保留。
分机:  根线，短路线拆除(混合配置)

最远的

电源

全部呼叫发送

全部呼叫接收
音乐铃声发送
控制

接线

接线距离

（音乐最大输出）
(音乐、音乐铃声和全部呼叫)1.5A 0.1A  待机
来自 和 和

所有LEF主机
和

最多  根线，      至
根线至每个

至

至

商
用
对
讲
系
统

全部呼叫，音乐和音乐铃声
适配器

音乐开/关。音乐和音乐铃声，仅音乐铃声或
关的11个选择开关。

LED           20

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



LEF-C3 8

12V DC,                 300mA  
PS-1208S, PS-1208UL, PS-1208BF, PS-1208

 LED              20 
LED 

OCCUPIED
800mW at 20d
500mW at 20d

 : 110V AC, 1A.
24V DC, 1A. (    RY-PA          ).

 : 12V DC, 1A. (K        )

  LEF-C  200m(0.65mma)
300m(0.8mma)

 (LEF-C) 
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LEF-10C�7

LE-D

3 3 3 3
19

LE-B/BN�3
1616161717(20)

BG10C

T : PS-1208, 1208S/UL/BF 
Q : RY-PA  H : 

LEF-5CLEF-3C
LEF-10C

153

20
8

15.5
20

15 153

20
8

15.5
20

15

23
8

20
0

200 15.5

20

40

LEF-10CLE-D LEF-10C LEF-10CLEF-10C

LEF-10C LEF-10C LEF-10C

LE-B

LE-B

LE-B

LE-D

m P.102

LE-BN*

*

LE-B*

*

LEF-10C
10

LEF-5C
5

LEF-3C
3

PS-1208S   PS-1208UL   PS-1208BF   PS-1208  m P.123

LEF-1C

LEF-1C
LE-B/BN

EL-12S

LE Sub stations & Accessories

LE-D
Sub station

LE-DL
Sub station

LE-DA
Sub station

LE-D LE-DA LE-DL

88 29

12
0

83
.5

116

11
5

10

83
.5

120

17
5

25.5

83
.5

LE-DA; 2-gang mounting

Unit dimensions 
Weather-resistant sub

LE-B
Sub station

LE-BN
Privacy sub 

Semiflush mount sub

LEF-1C
All call sub master 

LEF-1C
LE-B/BN

153

20
8

15.5
20

15

Unit dimensions 
All call sub master

LE-A
Sub station

LE-AN
Privacy sub 

LE-A, AN

131

16
0

51

Unit dimensions 
Room sub

BG-10C
All call, chime & music
adaptor

Power source 12V DC, 2.5A (music max. output).
1.5A(music, chime & all call). 0.1A standby

All call transmit From LEF-3C, 5C, 10C & LEF-1C and LEF-10S
All call receive All LEF master station
Chime tone transmit AUX R, E and AUX L, E
Controls Music on/off. 11 selector switches of music &

chime, chime only or off.
Wiring 19 wires max. BG-10C to LEF-10C.

3 wires to each LE-D, DA.
Wiring distance BG-10C to LEF-C  150m(0.65mma).

230m(0.8mma)
LE-D/DA to BG-10C  200m(0.65mma).
300m(0.8mma).

Specifications (BG-10C)

BG-10C

250 77

16
5

Unit dimensions 
All call/music/chime adaptor

*Not available in Europe

STAINLESS

101

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

开放式免提对讲装置
主机 分机

门口机 分机主机

分机

路呼叫主机

路呼叫主机 路呼叫主机

分机 全部呼叫副机

保密分机

不在欧洲销售

不在欧洲销售

电源适配器

通讯网络

装置尺寸

接线

规格

LEF-5/10/10S (        RY-PA)

•
特点

壁挂式安装的LEF和半嵌入式安装的LEF-C可以混合使用
•
•
提供各种分机•

•户外门口机(任何数目)，可连接电锁

可在任何主机上选择性呼叫，免提应答

•

• 可连接电锁

混合结构

通过选择性呼叫进行内部通讯。分机的呼入采用铃声和LED显示，持续20秒。

交流变压器 黄色        黑色BK :         (2)  YL :         (2)继电器

电源

通讯

电锁

接线距离

电源适配器

输出

每台分机

分机呼叫采用铃声与    ，持续   秒。
按下    点亮的选择键按钮，按下       
开关。使用时    亮起。单个对

讲频道，具         (占线)指示。
LED 

(接收)

(发送)

触点

于      输出

触点 端子选择键开关

接线 或  条共用线 全部分机数量

最远

配有

系统选项:云台功能门口机/监视器，
所有呼叫/音乐/音乐铃声

TALK/
LISTEN 

5     6             +  

系统可以由任何数量的主机和分机混合组成，
达到最大容量

商
用
对
讲
系
统
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LEF-C
DOOR

3
ROOM

8
Open Voice Intercom

Power source 12V DC, 300mA per station.
Power supply PS-1208S, PS-1208UL, PS-1208BF, PS-1208
Communication Sub/door calls in w/tone & LED, 20 sec.

Depress the LED lit selector button. Depress
TALK/LISTEN switch. The LED stays lit while in
use. Single talk channel w/OCCUPIED lit.

Output 800mW at 20d (receive).
500mW at 20d (transmit).

Door release Contact: 110V AC, 1A.
24V DC, 1A. (on RY-PA output).

Selector switch Contact: 12V DC, 1A. (K terminals)
Wiring 5 or 6 common + no. all stations
Wiring distance Farthest LEF-C’s  200m(0.65mma)

300m(0.8mma)

Specifications (LEF-C) 
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LE-B/BN�3
1616161717(20)

BG10C

T : PS-1208, 1208S/UL/BF 
Q : RY-PA relay    H : AC transformer BK : Black(2)  YL : Yellow(2)

Wiring 
l Intermixable system with any number of masters and subs to

max. capacity
l Selective calling from any master with hands-free reply
l LEF surface and LEF-C semi-flush units can be intermixed
l Variety of sub stations are available
lWeather-resistant door stations (any number) with selective door

release
l System options: PanTilt door/monitor(s), All Call/Music/Chime
l Selective door release with LEF-5/10/10S (w/RY-PA)

Features 

LEF-5CLEF-3C
LEF-10C
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Unit dimensions 

LEF-10CLE-D LEF-10C LEF-10CLEF-10C

LEF-10C LEF-10C LEF-10C

LE-B

LE-B

LE-B

Intermixed configuration
Internal communication by Selective call.  Sub calls in with tone & LED 20 sec.

Communication network 

LE-D
Sub station
m P.102

LE-BN*
Privacy sub
*Not available in Europe

LE-B*
Sub station
*Not available in Europe

LEF-10C
10-call master

LEF-5C
5-call master

LEF-3C
3-call master

PS-1208S   PS-1208UL   PS-1208BF   PS-1208  m P.123

Sub stationMaster station

Power supply

Door station

LEF-1C
All call sub master 

LEF-1C
LE-B/BN

EL-12S

LE  

LE-D

LE-DL

LE-DA

LE-D LE-DA LE-DL

88 29

12
0

83
.5

116

11
5

10

83
.5

120

17
5

25.5

83
.5

LE-B LE-BN

LEF-1C

LEF-1C
LE-B/BN

153

20
8

15.5
20

15

LE-A LE-AN

LE-A, AN

131

16
0

51

BG-10C

BG-10C

250 77

16
5

* 

STAINLESS

102

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

分机

分机及选件

户外分机

室内分机

全部呼叫副机

全部呼叫/音乐/音乐铃声适配器

半嵌入式分机

装置尺寸

装置尺寸

装置尺寸

装置尺寸

分机

分机

分机 保密分机

全部呼叫副机

不在欧洲销售

分机 保密分机

商
用
对
讲
系
统

12V DC, 2.5A

 LEF-3C, 5C, 10C    LEF-1C    LEF-10S

AUX R, E     AUX L, E

19          BG-10C     LEF-10C.
3                   LE-D, DA.
BG-10C    LEF-C  150m(0.65mm a).
230m(0.8mma)
LE-D/DA    BG-10C  200m(0.65mm a).
300m(0.8mma).

 (BG-10C)规格
电源

全部呼叫发送

全部呼叫接收
铃声发送
控制

接线

接线距离

(音乐最大输出)
(音乐、音乐铃声和全部呼叫)1.5A 0.1A  待机
来自 和 和

所有LEF主机
和

音乐开/关。音乐和音乐铃声，仅音乐铃声或
关的11个选择开关。

最多  根线，      至
根线至每个

至

至

2位安装底盒LE-DA:

全部呼叫，音乐和音乐铃声
适配器

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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