
通讯网络

TC-M2 100

18V DC, 350mA.
15~16V AC, 50/60Hz, 750mA.
6W. 3W 
PS-1820S, PS-1820UL, PS-1820BF, PS-1820, 

TB-SE                     TC-M                     LED    
 TC-M

 TB-SE  2
TC-M      200m(0.65mma) 480m(1.0mma)
TC-M~TB-SE  400m(0.65mma) 900m(1.0mma)

(TC-M) 

TB-SE

TB-SE

*TB-SE

TC-20M

TC-20M

*TB-SE :  

TC-40GS TC-20G     TC-40G

l Run 2 parallel wires per TB-SE. Use any E terminal for max. three TB-SE’s.
l Do not parallel TB-SE sub wires, or door station wires (in dual-TC-M system).

Wiring 1
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20-call add-on selector
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40-call add-on selector
TC-40GS
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Wiring 2   
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Lineup
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主机/分机对讲系统
主机 分机

主机

路呼叫主机

路呼叫主机

路呼叫

•
特点
可扩展的内部通讯系统

铃声和    显示呼叫，持续到应答为止
•
•

(带继电器)可外接蜂鸣器•
•

一或两台主机配置

TRANSFER

规格

装置尺寸

接线

用于两主机呼叫的分机

配有插座以连接第二台扩展主机       或       。

电源

电源适配器

耗电量

通讯

接线
接线距离

待机

交流变压器。

每个       根平行线，无极性

提起     听筒，呼叫     ，有铃声和    显示，
持续振铃。在     ，提起听筒并按闪灯的选择键

进行应答

商
用
对
讲
系
统

上的         按钮可实现两个     分机
之间的通讯

间
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TC-M
MASTER

2
SUB

100

Power source 18V DC, 350mA.
15~16V AC, 50/60Hz, 750mA.

Consumption 6W. 3W standby.
Power supply PS-1820S, PS-1820UL, PS-1820BF, PS-1820, AC transformer.
Communication Pick up TB-SE handset. Rings TC-M, w/tremolo & LED,

staying. At TC-M, pick up and press a lit selector to
reply.

Wiring 2 parallel wires per TB-SE, non-polarized.
Wiring distance TC-M’s  200m(0.65mma) 480m(1.0mma)

TC-M~TB-SE  400m(0.65mma) 900m(1.0mma)

Specifications (TC-M) 

TB-SE

TB-SE

*TB-SE

TC-20M

TC-20M

*TB-SE : Sub station for two-master call.

The TC-40GS is equipped with socket to connect the second add-on selector
TC-20G or TC-40G.

Communication network 

l TB-SE         2                            E                                   TB-SE
l TB-SE                                           TC-M 

 1
l Expandable internal telephone intercom
l One or dual master configuration
l Tone & LED call-in, staying on until answered
l Additional buzzer at TB-SE (w/relay)
l TRANSFER button on TC-M for communication between two

TB-SE subs

Features 
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TC-10M
10-call master 

TC-20M
20-call master

TC-20M + TC-40G
60-call

Wiring 2   

TC-20M
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路扩展主机

扩展主机 分机

路扩展主机

具有再增加      路呼叫扩展功能

分机

电源适配器

选购件

接线 接线

每个      敷设  根平行线。每个  端子，最多能接三个      。

不要平行敷设     分机线或门口机线(在两台     系统中)。  

商
用
对
讲
系
统

铃声扬声器
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TC-M & TB-AD1010 1

 m P.123

PS-1820S    PS-1820UL    PS-1820BF    PS-1820

 TB-AD10

U

U

T

U : PS-1820S, PS-1820UL, PS-1820BF, PS-1820

TB-AD1 TB-AD10

42

14
0

74

83
.5

97

23
0

150

TB-AD10: 12V DC,    TC-M
10(TB-AD10). 1(TB-AD1).

  LED 

2  

TC-M     TB-AD10  65m(0.65mma) 150m(1.0mma)
TB-AD10     IF-DA  150m(0.65mma) 360m(1.0mma)

(TB-AD10) 
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MC-60/4A
STATION

60
Market-Com

l Max. 60-station paging & communication system
l Selective 4 talk channels with in-use LED’s
l Conference call among 3 stations
l Music cutout during paging
l Reinforced modular coil cord

Features 

MC-60/4A MC-60/4A

(1)

(2)

Ch.1

Ch.4

(1) Paging  (2) Select a channel 1~4 paged, and communicate.

Communication network 
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#1 #2

#1- -#2

#3 #4

MC-60/4A

#3~#6

MC

N

S

Station blocks #1~6 of max. ten MC-60/4A’s
N : PS-2420S, PS-2420UL, PS-2420BF, PS-2420

Wiring 

MC-60/4A MC-A/A

90 94
23

4

83
.5

91 51.5

14
3

Unit dimensions 

Power source 24V DC, 70mA max. (in page).
Power supply PS-2420S, PS-2420UL, PS-2420BF, PS-2420 at MC-A/A.
Communication Pick up and depress channel selector 1~4 and page

w/PAGE button. Called party picks up and presses lit
LED channel button.

Talk channel 4 and a separate paging channel.
Wiring 7 wires in loop, non-twisted.
Cable specified Line capacitance less than 25pF/30cm.
Wiring distance MC-A/A to MC-60/4A(*)  500m(0.65mma)

750m(0.8mma)
Total wiring distance  1500m(0.65mma, 0.8mma)

Specifications (MC-60/4A) 

(*) MC-A/A to farthest MC-60/4A, or between two farthest MC-60/4A’s of
different blocks.

MC-60/4A
Market-Com station

MC-A/A
Zone page adaptor

Market-com station Market-com adaptor

Paging speaker
w/built-in transformer
(locally available)

Power source 24V DC, supplied by PS-2420S, 
PS-2420UL, PS-2420BF, PS-2420

Amp. input AUX 10Kd, 0.3V~0.5V
Music soursce output Range 100mV~1.2V, 10Kd or less

Specifications (MC-A/A)

PS-2420S   PS-2420UL   PS-2420BF   PS-2420
m P.124
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主机/分机对讲装置
门口 主机

门口机 主机 门适配器 选购件

门口机

电源适配器

路呼叫主机

路呼叫主机
带开锁功能

不在欧洲销售

路呼叫门口机适配器

路呼叫门口机适配器

路电锁适配器
不在欧洲销售

电锁

•
特点
单个或多个门口机通讯，可扩展

• 可选购选择性开锁控制适配器

通讯网络

装置尺寸

接线

接线

规格

可在         上选择预告音或静音。

安装多个        时，为           或其后的适配器增加一个电源。

电源

通讯

门口机容量

接线

接线距离

由     提供

至

至

门口机呼叫时，发出铃声且    闪亮，持续   秒，
提起听筒并按亮灯的    选择键。门口机选择预告

音，或静音。
根平行线至门口机，无极性
公共线+门口机数量，    至适配器

商
用
对
讲
系
统

铃声扬声器

 TB-AD10                                 

 LED               40 

4                        TC-M 

TB-AD10 #3

预告音
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