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(1) 

l  TD-H/B  
T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225          D  

TD-12H/B TD-12H/B

TD-12H/B

TD-12H/BTD-12H/B

TD-12H/B

  CALL 

2

PS-1225S     PS-1225UL
PS-1225BF   PS-1225m P.123

TD-1H/B
1 

TD-6H/B
6 

TD-3H/B
3

DE-UR

IF-DA

m P.86

Power source 12V DC, 70mA per station.
Power supply PS-1225S, PS-1225UL, PS-1225BF, PS-1225
Communication Depress a station selector 1~12 and CALL (or CALL A)

to ring station 1~12 (or A1 ~ A12). Lift handset to reply.
Door calls in w/standard or faster(B) intermittent tone,
2-1/2 sec. Pick up and depress the selector assigned.

Wiring 2 or 3 + no. TD-H/B in loop.
TD-1H/B: 4 wires. TD-3H/B: 7 wires.
TD-6H/B: 10 wires. TD-12H/B: 16 wires.
TD-24H/B: 28 wires.

Wiring distance TD-H/B stations  650m(0.65mma) 1000m(0.8mma)
DE-UR to door  150m(0.65mma) 230m(0.8mma)

Specifications (TD-H/B)
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(2) 

(3) 

Wiring 

TDW-12/A
TD-12H/B terminal box
TDW-24/A
TD-24H/B terminal box

PD-1
Zone page
adaptor

TD-24H/B
24-call master 

TD-12H/B
12-call master 

RY-AC/A
External signaling
relay
m P.122

TDW-1/A
TD-1H/B terminal box
TDW-3/A
TD-3H/B terminal box

PD-2
Zone page/talkback
adaptor

TDW-6/A
TD-6H/B terminal box

For desk-top or surface wall
mounting, provide TDW-n/A
terminal box w/1.5m cord.

(PD-1,PD-2)

230m /
0.8mma 1000m / 0.8mma

15m / 0.8mma

1000m / 0.8mma

(1) Paging Speakers  (2) Talkback speakers   T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225

(5) Paging with talkback w/PD-2 (single zone)

(4) Straight paging w/PD-1 (single-zone)
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Unit dimensions 

Power source PD-1: 12V DC, 300mA.  
PD-2: 12V DC, 48mA (talkback).

Output 5Kd . Max. 1.5V
Paging & music 
tone controls

Treble 12dB at 10KHz. Bass 12dB at 100Hz.

Amp. input AUX or PHONO 100K-500Kd, 0.12~0.5V
Music input 17Kd, 0.3V, 1KHz. for full output
Tuner output Audio output: Range 100mV~1.2V, 10Kd or less
Tape output Low level output: Range 100mV~1.2V, 600d
Talkback gain 40dB, 1KHz. at max. volume
Environmental noise Less than 80dB (phon)
Paging Select an assigned selector # and page w/PAGE 

button depressed. Release to receive reply

Wiring 3 wires to TD-H/B via power supply

PD-1
PD-2
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PS-1225S     PS-1225UL
PS-1225BF   PS-1225
m P.123

Power supply

Lineup

105

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

手持听筒对讲装置

门口机

门口机 分机 主机

门口机适配器

路呼叫分机 路呼叫主机 路呼叫主机
电源适配器

•
特点
所有主机选择性呼叫系统

多芯电缆线
•
•
多个通话频道•

• 门口机，语音或带云台视频(最多 个)

单主机配置或与       混合使用

区域广播寻呼，有或没有对讲功能•
• 音乐源连接。广播寻呼时预设声切断音乐。

TD-1H/B

网络通讯

接线

接线
全主机配置。主机选择键和     键用于呼叫任何其他主机。

广播寻呼扬声器

全主机配置 

门口机通讯

单主机配置

安装每个       机型允许的最多芯数的主电缆。

端子  :门口机

端子5用于门口机1，端子6用于门口机2。      须由电源适配器供电。

站点

商
用
对
讲
系
统

DE-UR  

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



(对讲)

TD-H/B
STATION

25
Handset Intercom
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(1) All-master configuration

l Install main cable of max. condctors allowed for each TD-H/B station model.
T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225  Terminal D : Door station

TD-12H/B TD-12H/B

TD-12H/B

TD-12H/BTD-12H/B

TD-12H/B

All-master configuration.  Station selector & CALL to ring any other station.

Communication network 

l All-master selective ring system
l Single-master configuration or intermix w/TD-1H/B
l Multi-conductor cable in loop
l Multi-talk channels
l Door station(s), audio or PanTilt video (max. 2)
l Zone paging, with or without talkback

Features 

PS-1225S     PS-1225UL
PS-1225BF   PS-1225m P.123

TD-1H/B
1-call sub 

TD-6H/B
6-call master 

TD-3H/B
3-call master 

DE-UR
Door station adaptor

IF-DA
Door station
m P.86

Door station Sub station

Power supply

Master station

12V DC,                 70mA  
PS-1225S, PS-1225UL, PS-1225BF, PS-1225

 1~12    CALL      CALL A
1~12               A1 ~ A12

B

2    3 +  TD-H/B 
TD-1H/B: 4           TD-3H/B: 7 
TD-6H/B: 10          TD-12H/B: 16  
TD-24H/B: 28 

a) 1000m(0.8mma)
a) 230m(0.8mma)

(TD-H/B)
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(2) Door station communication

Terminal 5 for door 1, 6 for door 2. DE-UR’s should be powered by power
supply.

(3) Single-master configuration

Wiring 

Wiring 

TDW-12/A
TD-12H/B
TDW-24/A
TD-24H/B 

PD-1

TD-24H/B
24

TD-12H/B
12

RY-AC/A

m P.122

TDW-1/A
TD-1H/B
TDW-3/A
TD-3H/B

PD-2

TDW-6/A
TD-6H/B

TDW-n/A

(PD-1,PD-2)

230m /
0.8mma 1000m / 0.8mma

15m / 0.8mma

1000m / 0.8mma

l Music source connection. Page pretone cuts out music.

(1)   (2)    T : PS-1225S, PS-1225UL, PS-1225BF, PS-1225

(5)  PD-2  

(4)  PD-1  
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PD-1: 12V DC, 300mA.  
PD-2: 12V DC, 48mA
5Kd .         1.5V

12dB   10KHz                   12dB  100Hz 

d, 0.12~0.5V
17Kd, 0.3V, 1KHz.  

100mV~1.2V, 10Kd
  100mV~1.2V, 600 d

40dB, 1KHz. 
  80dB 

PAGE 

PD-1
PD-2
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Paging
Speaker

PS-1225S     PS-1225UL
PS-1225BF   PS-1225
m P.123

106

NIM

LE

DB

AT

YAZ

TD

IMU

TC

MC

NHX

路呼叫主机 路呼叫主机

桌上或壁挂式安装，
提供附有    引线的 1.5m 

接线盒

接线盒

接线盒

接线盒

接线盒

接线盒

电源适配器

选购件

区域广播寻呼/对讲 

外部信号继电器

规格接线

装置尺寸

直接用    广播寻呼(单区域)

用    广播寻呼，带对讲功能(单区域)

广播寻呼扬声器 对讲喇叭

电源

接线

通讯

电源适配器

接线距离

每台分机

按主机/分机选择键    和    (或       )呼叫
分机(或        )。提起听筒应答。门口机

呼叫采用标准的或较快的(  )间断音，持续2-1/2
秒。提起听筒并按相应的的选择键。

或 台数。

根线。 根线。 
根线。 根线。 
根线。 

主/分机间
至门口机

电源

音乐输入

输出

接线

放大器输入

调频输出

磁带输出

对讲增益

环境噪音

广播寻呼

最大

高音    (      下)，低音    (      下)。

或

对于全部输出

音频输出:范围                 以下

低位输出:范围

(在最大音量下)

低于    (方)

根线至

选择一个指定的选择键号码，并按下     键

AUX     PHONO 100K-500K

商
用
对
讲
系
统

进行广播寻呼，释放按钮即可接听应答。

区域广播寻呼
适配器

适配器

TD-H/B         650m(0.65mm
DE-UR        150m(0.65mm

广播寻呼和音乐
声音控制

TD-H/B 3                             （由电源适配器供电）
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