
一个频道上的断线故障不会影响其他频道通讯
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Hands-free Intercom

Power source 15V AC
AC transformer PT-1211CA, PT-1211D
Communication Approx. 10 min.

AUTOMATIC (Hands-free); To activate, momentarily press TALK button.
MANUAL (Press-to-talk/Release-to-listen); 
To activate, press TALK button twice.

Wiring distance a)
100m(0.8mma) 155m(1.0mma)
DB-1MD ~ farthest DB-1SD  100m(0.65 ~ 1.0mma)

Specifications (DB-1MD, 1SD) 

Wiring 

DB-1MD/1SD
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PT-1211D/CA
P : Polarized

100m / 1.0mma

PT-1211D/CA

Features
l  Total hands-free communication, auto-voice actuation
l  Press-to-talk operation available
l  Up to 5 stations  
l  All call for internal communication
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1
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Handset Intercom

AT-206
AT-306 x 3  

Master calls all the subs simultaneously, 
while the sub rings only the master.

Communication network 

Wiring 2 parallel wires. non-polarized
Wiring distance 2-station set  700m(0.65mma) 1000m(0.8mma)

AT-206 to subs 1~3  400m(0.65mma) 600m(0.8mma)

Power source 6V DC, 150mA
Power supply PS-0602D, PS-0602C or Batteries gAAh (SUM-3) x 4 pcs
Communication Press CALL button to ring all subs. Pick up any

phone. Sub rings master only. Common talk.

Specifications (AT-406) 
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AT-306
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W : PS-0602D, PS-0602C

Wiring 

AT-306
Sub station

AT-406
Boxed set (white color)

Master station

AT-406B/A
Boxed set (charcoal gray)

Master station Sub station Boxed set

PS-0602D    PS-0602C or Batteries m P.123

Power supply

Features
l  Handset master-sub intercom w/2 additional subs (optional)
l  Battery status LED
l  Batteries or DC power supply 
l  Buzzer or bell activation (optional)
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: PS-2420S, PS-2420UL, PS-2420BF, PS-2420
YAZ-90-3W

YAZ-90-3W

YAZ-90-3W

YAZ-90-3W

 2.9km  

YAW-RB
 YAZ-90-3W

YAZ-90-3W
PS-2420S　   PS-2420UL
PS-2420BF　 PS-2420
 m P.124
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YAW-RB: 24V DC, 150mA                 40mA 

 600d/78mV(RMS), 1KHz.
  600d/300mV(RMS), 1KHz.
 20Kd/300mV(RMS), 1KHz.
600d/150mV(RMS), 1KHz.

20d
200d
YAW-RB: 240V AC 10A. 24V DC, 10A.

(YAW-RB)

24V DC, 150mA         20mA  
PS-2420S, PS-2420UL, PS-2420BF, PS-2420   30 
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 YAZ     1900m(0.65mma), 2900m(0.8mma)
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手持听筒对讲装置
站点

听筒主机

电源适配器

听筒主机

选购件

配         的单
区域广播适配器

网络通讯

装置尺寸

接线

规格

规格

•
特点

区域广播
•
•
通讯功能:忙碌稍候，秘书转接，呼叫转接•

•

最长      通讯距离

广播扬声器

任何主机至主机通讯。

广播放大器

广播扬声器线

屏蔽

继电器
白色

白色

电源(继电器用)

广播扬声器

拆除不同区块    主机之间的+,-线。YAZ 
在一个区块内，将电源设置在电缆布线的中心，进行分组，每组最多  个10 

。如图所示，将电源的+，-线连接到每一组的初始    主机上。 YAZ 

电源

通讯

电源

线路电阻

电源适配器

线路电阻

广播阻抗/等级

音乐阻抗/等级

最大     待机
每  主机区块

拔打两位数的主机号码或按下PAGE键，即可用铃声或语
音呼叫其他主机。每个频道上可进行保密通讯(最多 个)

接线

总接线距离

最远主机不得超过     ，电力线    。200 d 20d
对双绞屏蔽线

最远的    为

耗电量

放大器功率控制触点

(广播)， (待机)。
由    系统供电。

输入:

输出:

输入:

输出:

电源线回路

对讲机线回路

商
用
对
讲
系
统

具有微处理器的对讲装置，最多可在4对电缆上
扩展至90个分机

YAW-RB = 5 YAZ’s, YAZ 
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